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INTRODUCTION 

GENERAL 

The general objective of the work completed under this contract was to 
provide smoke,   invisible exhaust gas,   and noise level information for an 
advanced gas turbine engine in the medium-power class in order to facili- 
tate the categorization of these engines with respect to these emission 
characteristics.     Advanced gas turbines are characterized by a high 
compressor pressure ratio and high turbine inlet temperature. 

This report,   comprising two major subsections,   describes the measure- 
ment and analysis        the exhaust gas emissions and the noise emission 
levels from a Lycoi.^ng PLT 27 gas turbine engine,   which is an advanced 
technology turboshaft engine of 2000 shaft horsepower. 

The first section discusses the measurement of the contents of carbon 
monoxide (CO),   carbon dioxide (CO2),  hydrocarbon (CnHm),   nitric oxide 
(NO),   total oxides of nitrogen (NOx),  and smoke in the engine exhaust gas 
for three different fuel injector configurations used in the engine. 

The measured exhaust gas data have been recorded,   reduced,   and ana- 
lyzed according to the methods described in SAE ARP 1256 and ARP 1179. 
The emission indices are presented as functions of the fuel-air ratio and 
engine power output and are also related to the combustor operating con- 
ditions to show trends aad relationships between the emission components 
and combustor performance and ^he fuel injection systems.    The combus- 
tor efficiency and the fuel-air  ratio have been determined by carbon- 
balance procedures. 

The second section describes the measurement and analysis of the engine 
noise emission characteristics.    Far-field noise data were taken at the 
Lycoming noise test facility at radial distances of 200 and 100 feet and 
at a near-field point (10 feet).    To obtain a complete picture of the acous- 
tical characteristics of the engine, both a 1/3-octave band spectrum level 
and a narrow-band 40-Hz bandwidth spectrum analysis were performed. 
Directivity plots of the sound pressure level are presented for various 
engine power outputs.   The narrow-band analysis identifies individual 
noise sources of the engine. 



ENGINE DESCRIPTION 

The PLT 27 turboshaft engine (Figure 1) has a nominal power output of 
2000 shaft horsepower. 

Output power is produced by a two-stage free-power turbine driven by 
the exhaust gases of the gas generator.    The power takeoff connection is 
located at the front of the engine. 

The engine intake airflow at the design point is 12. 5 pounds per second. 
The overall compression ratio is 16:1. 

The gas generator consists of a tandem arrangement of a low- and a 
high-pressure compressor,  an annular reverse-flow atomizing combus- 
tor,   and a high- and low-pressure turbine driving the high- and low- 
pressure compressor,   respectively,  through a pair of concentric shafts. 

The low-pressure spool consists of a five-stage axial compressor with 
variable inlet guide vanes,   single-stage turbine,   and the drive shaft. 
The high-pressure spool is made up of a four-stage axial/single-stage 
centrifugal compressor,   a single-stage turbine,   and drive shaft.  The 
two spools are mechanically independent.   Their speed relationship is 
established by the aerothermodynamic interrelationship between the com- 
pressors and turbines. 

The reverse-flow,   annular type combustor is wrapped around the turbine 
section.    It receives air from the radial diffuser of the high-pressure 
compressor and ducts the air through two 180-degree turns before dis- 
charging it axially into the turbine section.    The fuel is injected at the aft 
end through 16 nozzles.    The standard injector u^ed is a Parker-Hannifin 
air-blast atomizing injector. 

To obtain comparative exhaust emission data,   the engine was also run 
with production-type T53-L-13 engine dual-orifice injectors and Delavan 
air-blast injectors. 

Fuel flow to the engine was automatically metered by a hydromechanical 
fuel control that is driven by the high-pressure spool through the acces- 
sory gearbox mounted on top of the engine.    The fuel control also positions 
the variable inlet guide vanes and a compressor bleed valve that bleeds 
air from the second high-compressor stage to provide proper compressor 
matching during starting and at low power levels. 

9 





ENGINE TEST 

Emission Measurement 

For the exhaust gas emission measurement,   the engine was installed in 
a development test cell.   Prior to the emission measurement test,  the 
engine was subjected to a checkout run to determine its functional,   opera- 
tional, and performance characteristics.  All engine testing was per- 
formed ising MIL-T-5161, Grade 1 (JP-4) lae? and MIL-L-23699 lubri- 
cating oils. 

The engine was instrumented to measure engine performance,   engine 
condition parameters,   and to extract exhaust gas  samples from the tail- 
pipe.    These gas sa:..ples were extracted by two cruciform probes in 
tandem and ducted to gas sampling equipment. 

Output power was absorbed by a waterbrake,   which was supported from 
the engine on four calibrated strain-gaged beams sensing the output 
torque.    The stiain-gage signal was converted into engineering units and 
displayed in inch-pounds on a digital readout. 

The engine inlet airflow was measured with a calibrated inlet bellmouth 
set,   consisting of an inner and outer bellmouth.    The static pressure 
was measured with four static probes located around the inner bellmouth 
surface.    A single total-pressure probe was used to measure the total 
pressure in the inlet airstream.    The pressures were indicated on Bour- 
don tube gages.    The  relationship between the static and the total pressure 
yields the engine airflow.     The engine compressor bleed airflow was 
measured with a Meriam laminar airflow meter. 

Total pressure and temperature rakes were installed in the engine to 
measure the low- and high-pressure compressor discharge conditions. 
The combustor pressure drop was measured by two differential static 
probes. 

Power turbine inlet temperature was measured with the 12-point chromel- 
alumel engine thermocouple harness indicating the average and local 
temperature. 

The low-spool and power turbine speeds were determined with magnetic 
pulse generators.    The high-spool speed was obtained from the engine 
alternator.    These speed signals were displayed digitally. 
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Engine fuel flow and oil flows were measured with Cox turbine elements 
and read digitally.  Fuel and oil temperatures were monitored with I. C. 
thermocouples.  The oil reservoir was instrumented to indicate engine 
oil consumption. 

Vibration pickups were installed on the compressor case,   air diffuser 
housing, and power turbine nozzle.  Engine vibrations were indicated in 
terms of displacement and velocity. 

Noise Measurement 

After completion of the exhaust gas emission measurements,  the engine 
was installed on an adjustable turntable at the Lycoming free-field acous- 
tical test site for noise measurements.  This test site is equipped with 
all the services required for basic engine testing ana the acquisition of 
noise and atmospheric data. 

The engine instrumentation was the same as that used for the emission 
testing; however,   fewer performance parameters were recorded. 



EXHAUST EMISSION MEASUREMENTS 

SUMMARY 

A single combustor assembly was tested on the PLT 27 engine over the 
full power spectrum,   using MIL-T-5161  JP-4 fuel.    Exhaust gas and 
smoke samples were analyzed while three different fuel injector ton- 
figurations  \vere tested: 

1,    Parker-Hannifin air-blast 

I.    Parker-Hannifin dual-orifice 

3.    Dela van ai r-blast 

An analysis of the results  showed that the PLT 27 engine produces a 
high combustion efficiency with all three configurations  (approximately 
99. 9% above 10 ^ of full power) .    The engine produces essentially zero 
smoke level with either of the air-blast fuel injectors,   and a low smoke 
number (not in the visible  range) with the dual-orifice injector.    NO 
production is on the high side of the range of typical gas turbine data. 
NOx consisted primarily of NO,   with low,   scattered values of NO2.    Com- 
bustor exit temperature peak values were considerably less with the 
air-blast injectors than with dual-orifice injection,   a  strong point in favor 
of air-blast. 

The air-blast injectors produced slightly higher combustion efficiency, 
and considerably more uniform exhaust gas temperature.     Maximum 
power could not be reached with the dual-orifice injector because the 
allowable maximum local temperature was exceeded.     This problem did 
not exist for the Parker-Hannifin air-blast injector. 

"'. m   lowest total emissions when operating in the Army helicopter duty 
cycle were obtained with the dual-orifice fuel injector.   This was caused 
by its lower contribution of NOx.   However,   because of the lower combustor 
exit peak temperature and lower smoke emissions,   the air-blast injectors 
are attractive.   Additional development work is recommended to further 
develop the low emission capabilities of the air-blast injector. 

The results indicate that all of these configurations will meet the EPA 
1979 P-2 standard for fixed-wing turboprop engines. 

13 



INTRODUCTION 

The objective of the exhaust emission measurements portion of this pro- 
gram was to obtain exhaust gas and smoke emission data from a PLT 27 
engine with the following combustor manifold configurations: 

1. Manifold 1,  Parker-Hannifin air-blast fuel injectors, 
standard PLT 27 injector,   Part number PH-6700230. 

2. Manifold 2,   Parker-Hannifin dual-orifice injectors. 
Part number  1-300-347-01. 

3. Manifold 3,   Delavan air-blast injectors,   Part number 
DLN 33033. 

4. Repeat of Manifold  1. 

The results of the tests were used to define emission levels for the pre- 
sent PLT 27 engine and also to determine which fuel injector configura- 
tions offer the best potential for reduced emission in conjunction with the 
combustor design. 

Engine Configuration 

The test program was performed using PLT 27 engines P2 and P3 (Fig- 
ure 2), and testing was performed in one experimental engine test cell 
at Avco Lycoming.    JP-4 referee grade fuel was used throughout the test. 

The combustor,  with a liner part number 3-131-020X04,   serial number 
OK001,   illustrated in Figures 3 and 4,   is a reverse-flow style typical 
of Avco Lycoming engines.    A fuel manifold fastened to the rear side of 
the combustor housing is easily changed without disturbing the other 
engine components. 

The three fuel injector designs are shown schematically in Figures 5,   6, 
and 7.   The Parker-Hannifin and Delavan air-blast injectors incorporate 
different schemes for using air to break up and    vaporize the fuel.   The 
Parker-Hannifin dual-orifice injector design is more conventional in Avco 
Lycoming engines,  and this particular design has a long record of de- 
pendable operation in the T53-L-13 engine model. 

The spray quality of the three fuel injectors was c! ecked before and after 
each group of engine tests to determine if fuel flow at each injector was 
the same and if the flow spray pattern had changed from start to finish of 
the tests. 

14 
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Engine Exhaust Gas Measurements 

Exhaust gas and smoke samples were acquired with a cruciform config- 
uration averaging-type gas sample probe positioned in the exhaust gas 
stream   (Figure 8).     The gas smoke samples were fed directly to the 
analysis equipment through heated lines. The dimensions of the tubes and 
sampling ports were based on a similar design used at the Naval Air Pro- 
pulsion Test Center (References  1  and 2).     The smoke probe was installed 
in tandem with the gcS sampling probe approximately 3 inches downstream 
of the gas sampler and at an angle of 45 degrees to it (Figure 8).   A 
photograph of the installed probe is  shown in Figure 9. 

The Avco Lycoming on-line exhaust gas analysis system is based on the 
specifications of SAE ARP 1256 (Reference 3) and SAE ARP 1179 (Refer- 
ence 4).    It consists of detectors for measuring CO,   CO2,   unburned 
hydrocarbons (HC),   NO and NOx,   and a filter paper smoke collector.    The 
gas analysis system schematically shown in Figure 10 consists of the 
following: 

1. A high-speed pumping system to transport the sample from 
the engine to the analyzer 

2. A "hot" sampling leg for HC and NOx analysis,   in order to 
prevent water and HC condensation 

3. A "cold" sampling leg for the CO2,  CO,   and NO analyzers 

4. Calibration valving for a wide range of gas compositions and 
ranges of measurement 

Data were  recorded both on strip chart recorders and on punched tape. 
The punched tape data were converted to cards,   and these were used in 
a program to calculate all desired parameters. 

Specific instruments in the system,   their ranges,  accuracy,   and response 
times are listed in Table 1.  A photograph of the console is shown in 
Figure 11.    The equipment and procedures used were similar to those 
used in previous tests of Avco Lycoming T53-L-13A and T53-L-11A 
engines as  reported in Reference 5. 

A special TECO converter was used with the NDIR NO analyzer,   so that, 
by means of conversion of any NO2 component present to NO,   both NO 
and NO    could be measured in two passes.    However,  this converter did 

18 
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F i g u r e 11. Gas Analys is Console DS-16A Used 
Exhaus t Gas M e a s u r e m e n t s . 



not prove satisfactory under the existing operating conditions.    Data were 
obtained, however,   for NO from two measurements (NDIR and chemilu- 
minescence),   and for NOx from the chemiluminescence detector. 

The sample transport lines were 60 feet long and were made of 3/8-inch 
stainless steel tubing,   electrically heated,   and insulated with layers of 
fiberglass and asbestos wool.    A temperature controller was installed 
and set at 300oF ±10. 

The velocity of gas in the sampling line was calculated to be 50 to 75 ft/sec 
under conditions of atmospheric inlet pressure and properly adjusted 
flows,  such as would be found with engine exhaust sampling.    Sample 
pressure drop to the gas analysis console was calculated to be 5 psi, 
under normal operating conditions.   The method of calculation included 
Fanno line compressible gas pressure loss in a 0. 25-inch ID tube with 
gas temperature held at 300°F,  which simulated the gas sample line 
used. 

The Avco Lycoming smoke analyzer was designed to conform to SAE 
ARP 1179 (Reference 4).    It is shown schematically in Figure 12.    The 
analyzer consists of a pumping system which pulls a sample through 
heated lines,  meters the flow,   and passes the gas through a standard- 
ized filter paper.    The sample lines are heated to about 150oF to prevent 
water condensation.    The reflectance of the smoke deposit on the filter 
paper is measured with a Macbeth Model RD-400 reflecting densitometer 
(Figure 13).    ARP 1179 procedures are followed to convert reflectance 
from the smoke deposit to AIA smoke number. 

The entire system was pressure-checked before and after each test to 
ensure that the sample lines did not leak. 

PROCEDURES 

Exhaust Gas Analysis Chemistry 

The chemical reaction for a typical hydrocarbon fuel that is not complete- 
ly reacted is assumed to be as follows (Reference 6): 

0 CnHm + (02 + 3. 73N2 + . 04A)(n +m/4) —»• 

nO [(1  - a - b)C02 + aCO + bCHm/nj  + 0(m/2)(l  - b^O 

+ [(n + m/4) ■• 0 (n [l  - a/2 - b] + fmM] [l  - b] )02 

+ r.04A + 3. 73N2]   (n + m/4) (1) 
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Figure 12.    Schematic of the Lycoming Stained Filter Paper 
Smoke Analyzer. 
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a . R e f l e c t i n g D e n s i t o m e t e r - Z e r o C a l i b r a t i o n 
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b . R e f l e c t i n g D e n s i t o m e t e r S m o k e Spo t M e a s u r e m e n t 

Sfi* 



where 

a    .     CO  (2) 
C02 + CO + C^/,, 

h    - CHm/n f3\ 
CO2 + CO + CHm/n 

and CO,   CO2,  and CHm/n are measured volume fractions on a dry basis. 

The hydrocarbon product,   CHm/n,   is used because the flame ionization 
detector measures effective carbon atoms. 

It is assumed that unburned hydrocarbons remain as a combination of 
C-H atoms,  and that the only other unburned component is CO.    Smoke 
or carbon particlec are not considered.    Hydrogen is present in such 
small quantities at high corrbustion efficiency levels that its effect on 
combustion efficiency is asbumed to be negligible (Reference 7). 

Point eqir"-Uence ratio can then be calculated from Equation (1) from a 
knowlen        f the CO,   CO2,   and unburned hydrocarbons (CHm/n) on a dry 
basis 

0 = 4-77(1+m/4n)  (4) 
1 /(CO + C02 + CHm/n) - a/2 - b(l + m/4n) + m/4n v ' 

The stoichiometric F/A for any hydrocarbon fuel may be calculated from 
Equation (1): 

,_/.» = (12)n 4- m  
^/A'stoich.   - (n + m/4)(32 + 3. 73 x 28 + . 04 x 40) (5) 

where 

approximate molecular weights of C,   O2,   N2,   and A are 12,  32, 
28,  and 40,   respectively.    For a JP-4R fu?l used at Lycoming, 
n = 7.82; m = 13.76; and (F/A)gt0ic}1#  can ~>e calculated to be 
0.0692.    The atomic proportions of hydrr i;in and carbon are 
average values from an analysis of f.he fuel*.    The F/A can then 

*The Federal Environmental Protection Agency specifies a factor "a" to 
represent the hydrogen-carbon ratio in the fuel. 
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be calculated from equivalence ratio: 

F/A=(F/A)8toich>   0 (6) 

Combustion efficiency for fuel can be determined from equivalence ratio 
and a measure of the total unburned components,   CO and CHm/n.    This 
equation is valid for all lean mixtures,   and for rich mixtures at low values 
of TV where some oxygen is still unused: 

where 

^bfuel"  1 
C^Jig^ilJ 

W  /(W 
f        a 

Wf) (7) 

W 
CH 

m /n 
W    + W, 

a        f 
= Mass concentration of unburned fuel in the exhaust gas 

MCO) ] 
UH(fuel)J W 

CO 
w  + w, 

a        f 
= Mass CO equivalent to heating value of fuel in 

the exhaust gas 

W ,/(W   + WM = Total fuel/gas ratio = 1/(W   /W, + 1) 
f       a        f a      f 

For the fuels used in these tests,  a mean value of 
/\H(CO) 
AH(fuel) 

4,343 
18,70? 

. 232. 

For the data reduction used in the work reported here,   Equation 4 was 
used to calculate equivalence ratio.   Equations 5 and 6 to calculate F/A, 
and Equation 7 to calculate combustion efficiency.    Periodic bomb cal- 
orimeter tests for lower heating value of the JP-4(referee grade) fuel 
indicate a range of 18, 300 to 18,700 Btu/lb.   The value used in Equa- 
tion (7) was 18,400 Btu/lb.    The heat of combustion of CO was obtained 
from Reference 8. 
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Calculation Programs 

Calculation programs were available for: 

1. Engine data,   where data  recorded from engine instrumenta- 
tion during the test are used to calculate fuel flow,   airflow, 
and other engine parameters. 

2. Gas analysis data,   where instrument calibration and output 
signals are converted to ppm,   lb/1000 lb fuel,   F/A,   and 
combustion efficiency (Reference 9). 

Engine Test Instrument Calibrations 

Instrumentation used to measure the engine performance is calibrated 
in accordance with "Measurements and Test Equipment Calibration 
Systems" standard (Reference 10).     This standard operating procedure 
for instrument calibrations was also written to conform to MIL-45662-A 
(Reference  1 1), 

Gas Analyzer Calibration 

The Lycoming gas analyzer system comprises the detectors listed 
in Table  1.    Calibration curves were supplied by the manufacturer for 
the infrared analyzers  (CO,   CC^,   and NO).    For each test,   a calibration 
gas was used to set the electrical output for each instrument at a range 
convenient to read on ti e chart recorder. 

The flame ionization detector (FID),   used to measure total hydrocarbons, 
was calibrated on two ranges,   a factor of 10 apart.     The calibration 
curve of this instrument appears linear.    Data in reports from the manu- 
tacturer also show linearity (Referetice 12). 

The calibration procedures recommended in ARP 1256 (Reference 3) 
were followed as closely as practicable. 

Smoke Meter Calibration 

The smoke meter contains a  flowmeter,   pressure gages,   and thermo- 
couples.    These undergo periodic calibration to ensure proper operation. 
No calibrations are required for each test.    However,   the smoke meter 
and the entire sample line were pressure-checked before and after each 
test.     Leakage would dilute the sample and produce an erroneously low 
smoke number. 
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Engine Test Procedures 

Initial functional engine tests were completed for calibration purposes 
and to check out the installation and equipment prior to testing each 
manifold. 

After completion of the functional tests,   an initial low-power engine test 
was performed in order to select two power level points between "idle" 
and 30% power which would be useful in plotting data and determining the 
loci of points in the sharp bend normally found in gas turbine emissions 
data.   The fuel flows for the two in-between points were approximately the 
same for all three fuel injector configurations, as follows: 

Approximate 
Power Fuel Flow (pph) 

Idle 110 

Intermediate 1 1 30 

Intermediate 2 200 

30% 400 

60% 630 

75% 740 

100% 950 

For emission tests covering the full range of engine operation,   the engine 
was operated from the specified idle condition,  increasing the power in 
steps up to full power,   then back down to idle.    This was repeated.    Ap- 
proximately 5 minutes was required to stabilize the engine operation at 
each power level and record the data.    Both gas samples anJ smoke 
samples were recorded simultaneously with the double cruciform probe. 

Gas samples were recorded when composition was observed to stabilize 
on the chart recorders.    Instrument calibration checks were recorded 
normally before the !ost,   after one power cycle,  and at the end of the 
second power cycle. 

DISCUSSION OF DATA AND RESULTS 

An explanation of the precision of our measurements is justified in order 
to judge the value of the results.    Precision of results can be divided as 
follows: 
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1. Measurement precision of the instruments only. 

2. Correlation of gas analysis measurement with fuel-air 
calculations by other means (fuel and airflow measurements). 

3. Effect of measurement precision on emission determination. 

Instrument Precision 

Instrument precision specified by the manufacturers is shown in Table 2. 
The specifications here can be judged to be as close to reality as is pos- 
sible if the instruments are carefully maintained,   calibrated,   and checked, 
and if calibration curves are indeed correct.    However,   as noted in 
Reference 5,   accuracy propounded by the manufacturer cannot always be 
maintained.    As a result of these experiences,  it would seem more rea- 
sonable to expect dependable accuracies of the order of t3 to 4 percent of 
full scale rather than 1 percent (Table 2).     These values of accuracy 
(Table 2)  rapresent a "best" and a "realistic" view of accuracy of gas 
analysis.    The effect of these error quantities on the emission measure- 
ments is reviewed in the following. 

Correlation of F/A (Gas Analysis) With F/A (Measurements) 

In considering the precision of gas analysis discussed here,   two com- 
pletely independent methods of F/A measurement - (l)ga8 analysis and 
(2) engine fuel and air metering» may be compared. Engine fuel flows 
were measured directly,    and engine airflow was determined from the in- 
let bellmouth calibration.  The F/A correlation can be taken as a measure 
of just how representative are the emission concentrations if it is assumed 
that the gases are all mixed in the same proportion and that there is no 
selective momentum separation of exhaust gas components.  These are 
thought to be reasonable assumptions. 

This type of fuel-air ratio correlation data is plotted in Figures 14 through 
18 for Manifolds 1,  2,   and 3,   and repeat of Manifold 1.    We note at the 
outset that all of the data lie within the 10 percent margin,   and well within 
the ARP 1256 specification of 1 5 percent.    Except for low-power bleed- 
open points, nearly all of the F/A data agree within 3 to 4%.    An indication 
of the quantity of air ejected at the compressor bleed at low power is 
shown in these figures.     This quantity was separately measured to be 
10 to 18% during idle.    It is known that the bypass control closes gradu- 
ally as power increases and does not suddenly shut off the bleed.    This is 
substantiated by the exhaust gas analysis,  within the data accuracy. 
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O IST CYCLE, 11/16/73 

A 2ND CYCLE, 11/16/73 

O CYCLE, 11/27/73 
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FUEL-AIR RATIO, ENGINE DATA 

Figure 18.    Comparison of Fuel-Air Ratio,   Engine Data With Fuel-Air 
Ratio,   Gas Analysis for Engine P2-L,  Manifold 1 Repeat 
(Test 4). 
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Effect of Measurement Precision on Emisaion Determination 

Good agreement between engine F/A and sampling F/A is evidence that 
the sample is representative of the engine exhaust and that leaks are 
negligible.    Since the total difference between the two methods of F/A 
determination is for most capes -3 to 4% or less,   it follows that the 
exhaust composition sample accuracy is within 3 to 4%.    Therefore,   if 
each gas component is measured by the detecting instrument with equal 
precision,   its accuracy could be better than 3 to 4%.    Thus the major 
source of error will be the individual detectors other than CO2,   specific- 
ally,   the CO,   NOx,   NO,  and HC detectors.    The problems of measurement 
of the individual instruments will be discussed as they occur in the analysis 
of the data. 

In addition,   3 to 4% is a relatively small error for most emission mea- 
surements.     For example,   when measuring hydrocarbons in tho range of 
100 ppmC,   an error of 3 to 4 ppmC,  the probable limit on sampling 
accuracy,   is just about on the limit of reliable repeatability for the de- 
tecting instrument.    When measuring in the range of 10 ppmC,  with 
instrument reliability of 3 to 4 ppmC,  an error of . 3 to . 4 ppmC has no 
significance.    Large changes in emission index will become obvious,   and 
our main concern is to find significant improvements in pollution reduction; 
minute improvements are inconsequential. 

A similar evaluation can be applied to CO and NOx measurement.    The 
principal difference in measuring CO is that,   because of its heavier 
molecular weight,   an equal ppm volume produces about twice the emis- 
sion index value.    Likewise,  NOx (as NO2) produces about three times 
the emission index value for equal hydrocarbon ppmC. 

Analysis of Data 

A summary of the tests is shown in Table 3.    The data will, be discussed 
first in the following groupings: 

Test 1 - Manifold 1 - Parker-Hannifin air-blast fuel injectors 

Test 2 - Manifold 2 - T53 dual-orifice fuel injectors, 
Parker-Hannifin 

Test 3 - Manifold 3 - Delavan air-blast injectors 

Test 4 - Repeat of Manifold 1 
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TABLE 3. PLT 27 EMISSIONS TEST SUMMARY 

Teat 
Date 

Ambient 
Temp. 

Humidity 
(OF/%) 

Engine 
Build 

Fuel 
Manifold Runs Comments 

8/23/73 - P2-J 1 19-23 Test to decide on intermediate points. 
Set at 130 and 200 Ib/hr. 

8/31/73 83/68 
88/70 

P?-J 1 36-6! Max.   power 1470 and 1478 SHP.    At 
one point there are short term large 
transients in HC and CO,  possibly 
from exhaust of nearby engines. 
Sluggish HC response. 

9/6/73 - P2-J 2 62-68 Preliminary test.    Intermediate 
points selected at 150 and 200 Ib/hr. 

9/17/73 63/40 P2-J 2 84-96 Performance test,   one cycle, max.      j 
power data at 1651 SHP.    Max.  power 
limited by peak T7.    HC response          i 
sluggish. 

9/18/73 71/67 P2-J 2 97-110 Performance test,   one cycle, max. 
power data at 1654 SHP.   Some HC       | 
response sluggishness. 

9/27/73 70/68 P2-K 2 1-6 Engine rebuilt.    Check test.    Emis-     | 
sion levels similar to previous test. 
(Some hysteresis shows on HC data.) 
Max.   1753 SHP permitted.                        \ 

10/1/73 65/54 
69/57 

P2-K 3 7-10 
11-16 

Preliminary test.    Engine malfunc- 
tion above 75% power.                                 ' 

11/15/73 61/65 
65/54 

P2-L 3 9-11 
12-32 

Preliminary test (a.m.) Test re-          | 
corded with 1500 SHP max.    Smooth     1 
operation.    Two complete cycles 
recorded.                                                              j 

11/16/73 53/49 
49/44 

P2-L 1 33-54 Repeat test of Manifold 1.    Fuel set- 
ting similar to 11/15/73 test.    Smooth 
operation throughout range.    Two 
cycles recorded. 

11/27/73 52/71 P2-L I 61-74 Retest of Manifold 1 to fill in lower       j 
power fuel points.    Idle to 30% and        1 
return,   twice.                                                 1 

12/14/73 52/83 P3-C 3 7-32 Recheck of emissions with engine 
P3-C to 2000 SHP.    Flow divider           | 
used.    Two full cycles (0-100%SHP). 
Oil leak.                                                          | 

1 

12/14/73      52/83 P3-C 33-38    Recheck of lower power points with 
secondary fuel flow only.    Oil leak. 
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Test 5 - Verification of 2000 SHP emission levels in a second 
engine,   Manifold 3 

Comparisons of the three manifold configurations will then follow,   includ- 
ing comparisons of emissions with Lycoming T53 and T55 engines. 

Manifold 1  - Parker-Hannifin Air-Blast Injectors 

The precision of data correlated between the F/A from the engine 
and from gas analysis is shown in Figure 14.    At the low-power end, 
interstage bleed quantity is indicated by the 12% higher airflow enter- 
ing the engine than leaving the exhaust.    The F/A from gas analysis 
appears lower than the F/A from the engine by as much as 4% in 
some cases,   but yet within the probable experimental error of about 
6%,  and well within the SAE ARP 1256 stipulated value of 15%. 
Possible causes are: 

1. Sample line leaks. 

2. Error in gas analysis,   engine fuel flow,  or engine airflow. 

The sample line was pressure-checked before and after the test. 
Other possible errors were investigated,   but none were found,    i' 
was decided to use the data as recorded. 

Plots of the HC,   CO,   and NOx emissions are shown in Figure 19. 
We find that the NOx and CO data are closely grouped,  while there 
is extensive spread in the HC data,   with the appearance of "hysteresis" 
between increasing power and decreasing power of the engine. 

The reason for this "hysteresis" was discovered in another concur- 
rent program in time for remedial action to be taken during the test 
of Manifold 3.    It is discussed there. 

A comparison of NDIR (MSA) and chemiluminescent (Scott) data for 
NO is shown in Figure 20.    There is a tendency for the chemilumines- 
cence detector to indicate somewhat lower values at low concentra- 
tions of NO compared to NDIR.    In these cases,   the NOx values from 
the Scott are very close to the NO from the MSA.    At higher concen- 
trations (10 lb/1000 lb fuel and greater),   the two instruments agree 
quite well,   and the difference between NOx and NO (as NO2) on the 
Scott is practically zero. 
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A comparison of the NOx emission   index with combustor inlet 
temperature is shown in Figure 21 and compared to the group of gas 
turbine data analyzed by Lipfert (Reference 13).    The PLT 27 data 
all lie on the upper edge of the Lipfert band of data.    Both NDIR 
(MSA) and chemiluminescence dat- (Scott) are plotted.    The band 
width,   as a percent of concentration,   is nearly constant for the en- 
tire range of combustor inlet temperature (T-j). 

It is of interest to separate the NO;> from the NOx by subtracting the 
NO from NOx value,   as is done in Figure 22,   where NO2 and NOx 

are plotted against referred horsepower.    The NO? trend appears 
haphazard,   with higher concentrations at low horsepower.    No con- 
clusions can be drawn from this plot,   except that the NO2 values 
may be questionable because we do not know precisely where the 
NO2 was formed.    Above 100 horsepower,   all the concentrations are 
3 ppm or less,   a value within the expected accuracy of measurement. 
The data spread at high power is higher than this. 

Engine and combuscor fuel-air ratio are plotted versus referred 
horsepower in Figure 23 for the Manifold 1 test.    Turbine cooling 
.ir that bypasses the combustor was deducted from the engine ex- 

haust air to determine combustor air and compressor bleed air. 
Engine airflow was measured at the engine bellmouth inlet. 

Manifold 2 - Dual-Orifice Fuel Injectors 

The correlation of F/A (engine) versus F/A (gas analysis) is shown 
in Figure 15.    Agreement between the two is within 2 to 3%,  better 
than for Manifold 1.    The correlation was equally good (Figure 16) 
after rebuilding the engine   (Table 3,   test 9/27),    when a test was 
made to determine if the engine rebuild affected .he emission level. 

Emission levels were remarkably consistent for test on two different 
days,   as shown in Figures 24  and 25.    Even the HC "hysteresis" 
seemed to be reproducible. 

A plot of NOx versus combustor inlet temperature is shown in Fig- 
ure  26.    The data lie in an almost identical position to those from 
Manifold 1,   at the upper edge of the Lipfert data band,   and appear 
to have less scatter. 

A plot of the NO2 values is shown in Figure 27.    While the total 
NOx values are quite consistent,   the NO2 (difference between NOx 

and NO),   as measured by the chemiluminescent method,   is rather 
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Figure 24,    Emission Index of CO and HC Versus Referred Horse- 
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haphazard and scattered.    Some values as high ae 7 ppm are indicated 
at low power.   No strong conclusions can be drawn,   other than that the 
NO2 quantity must be quite small,   of the order of 7 ppm or less, 
which is less than the data scatter above 50 horsepower. 

Figure 28  shows the fuel-air ratio as a function of SHP for engine 
and combustor.    Again,  data were taken from engine fuel and air 
measurements and gas analysis.    Values are similar to those for 
Manifold 1 and are reasonable. 

Manifold 3 -  Delavan Air-Blast Injectors 

The F/A correlation data are plotted on Figure 17.    For the prelim- 
inary test (10/1 /73),   the F/A correlation is as much as 5% low on 
the gas analysis,   compared to 3% high on the 11/15/73 test,   but both 
are within the ARP 1256 stipulated accuracy.     For these tests,   the 
interstage bleed air is indicated to be between 10 and 18% of the total 
flow,   from gas analysis.    Bleed flow was independently measured 
and agreed within 1 to 5% of these values. 

Emission data from Manifold 3 are shown in Figure 29.    The so- 
called HC "hysteresis" does not appear on this plot because the HC 
zero reference was recorded quite often when low concentrations 
were present.    The sample flow rate was also increased to purge 
the sample line more rapidly.    Some  increase   in HC concentration 
is found for the preliminary test at low power,   but there is consider- 
able scatter also,   indicating scatter from an unknown cause. 

An explanation of the large HC spread "hysteresis" was found during 
tests on a T53 engine run during this time.period.    At low-power 
points with high hydrocarbon content,   the sample lines collected 
hydrocarbon concentrations on the interior walls.    As power in- 
creased and HC concentration dropped,   the deposits on the walls were 
gradually purged.   It is likely that the sampling flow rate for the T53- 
test was somewhat low also,  thus extending the purge time.    How- 
ever,   when "zero gas" checks were made immediately after each 
data point,   this scatter disappeared.    This procedure was used on 
the later PLT 27 tests with similar results,   thus demonstrating that 
the HC "hysteresis" is not an engine or combustor effect,  but a 
"Chromatographie" effect resulting from slow purge of heavy hydro- 
carbon components from the sample lines. 

The conclusions reached from the "hysteresis" shape of the data 
plots are (1) that it is desirable to install monitoring gages to insure 
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Figure 29.   Emission Index of CO,  HC,  and NOx Versus Referred 
Horsepower for Engine P2-L,,   Manifold 3. 
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that the desired sample line pressures and velocity are maintained, 
and (2) that when the sample lines are saturated with hydrocarbons 
and low concentrations are being measured,   an immediate zero ref- 
erence point is necessary. 

The NOx (Figure 30) values are similar to those from Manifolds 1 
and 2,   on a combustor inlet temperature abscissa,  and compared 
with the Lipfert data band. 

A third attempt to correlate NO2 with NOx is shown in Figure 31. 
At first glance,   there appears to be a real trend of NO2 concentra- 
tion.    The NO2 values at low power (5 to 9 ppm) show a similar 
trend to the previous data,   but with not so much scatter.    At higher 
power,   the NO2 is about 4% of the total NOx,   with much less scatter 
than the previous data from Manifolds 1 and 2.    An attempt to tie 
this trend to a change in converter efficiency was unsuccessful.    For 
example,   if the converter is 98% efficient,   some NO2 would be con- 
verted to NO,   but 2% of the NOx could be NO2 and :.ot be detected. 
Therefore,   a low converter efficiency would produce less N02> 
rather than more.    This raises the possibility that the converter was 
operating poorly for Manifolds I and 2.  If this were the case, we 
could obtain negative values of NC^; however, negative values were 
not observed.   An explanation for the trend in Figure 50 is not obvious. 

The F/A analysis from engine and combustor is shown in Figure 32. 
The trends are similar to those of Manifolds 1 and 2. 

Manifold 1  Repeat 

The F/A correlation for this test is shown in Figure 18,   and the 
agreement between the two F/A measurements is within t4%, well 
within the specification of SAE ARP 1256. 

Plots of the retested (Test 4) Manifold 1 data are shown in Figure 
33 compared to the original Manifold 1 test.    Agreement is close 
enough to state that there were no serious changes in emissions be- 
tween tests.    The HC values for the Test 4 are somewhat lower at 
low power;   but at higher power, the two sets of data overlap.    CO 
and NO    data agreement are within the data scatter or a few percent 
of each other. 
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Figure 30.    Emission Index of NOx As NO2 Versus T3 Temperature 
for Engine P2-K,   Manifold 3. 
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Figure  31.    N02 or NOx As N02 Versus Referred Horsepower for 
Engines  P2-K,   P2-L,   and P3-C,   Manifold 3 (Test 3). 
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Comparisona and Correlations of Three Fuel Injection Systems 

Several comparisons were made to determine if any of the fuel in- 
jector designs were measurably better in performance or emission 
production.    Combustion efficiency for the three manifolds as a 
function of SHP is  shown in Figure 34.    The Parker-Hannifin air- 
blast (Manifold  1) shows some superiority. 

Although NO    can be correlated nicely as a function of combustor 
inlet temperature and humidity,   the CO and HC emission data have 
no obvious simple theoretical correlations based on combustor 
operating conditions. 

An attempt was made to correct the CO and HC emissions to a com- 
mon basis by using the 9 parameter originally proposed by Herbert 
and discussed in Reference  14: 

where b = 396 I 1.414 +  In 

The parameter 9    is shown plotted against referred SHP and fuel 
flow at optimum N2 (Figure 3 5),   both taken from the computer repre- 
sentation of the engine model,   for reference purposes.    The value 
of 6 was also calculated for actual combustor operating conditions, 
P3,   T3,   Wai  and On in the primary zone,   at which data were rs- 
corded. 

Combustor efficiency for each test point was then plotted against 9 
for each injector configuration in Figure 36.    This shows that Mani- 
fold 1,  the Parker-Hannifin air-blast style,   is best at all values of 
9 less than 1 x 10   .    The dual-orifice injectors in Manifold 2 give 
the worst result except at very low power levels where dual-orifice 
fuel flow is from the primary swirl slots alone.    All manifolds give 
about the same performance at high powers,   where 9 > 30 x 10°. 

The relative CO and HC combustion inefficiency split is plotted in 
Figure 37,   and shows that all injector styles had the same ineffi- 
ciency characteristic,   i.e. ,  more CO than HC inefficiency,   partic- 
ularly above 99% efficiency. 
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By using the curve» in Figures 35  through 37,  predictions of emis- 
sion  performance  can be made by choosing 9 for any operating con- 
dition,   determining r\b for any injector style (Figure 36),  then picking 
off the CO and HC emission index for that combustor efficiency (Fig- 
ure 37). 

NO    emission indices are taken from the plot of emission index 
versus T3 (Figure 38).    It should be noted that the repeat of Manifold 1 
did not conform exactly with original test,   and the rerun of Manifold 3 
in engine P3-C did not conform identically with the data taken in 
engine P2-K.    (See Figure 39 for the plotted data.) 

An Army helicopter duty cycle,   listed in Table 4,  was chosen as 
an example of the application of this prediction method. 

TABLE 4. ARMY HELICOPTER DUTY CYCLE 

Cycle Power PLT 27 Weighting 
Point Mode (%) SHP Factor 

I Idle 2.8 57 .15 

2 Takeoff 100 2018 .05 

3 Climb/Hover         75 1514 .20 

4 Cruise 55 1110 .45 

5 Descent 40 807 . 15 

This cycle was applied to the computer representation of the PLT 27 
cycle.    The resulting combustor operating conditions are shown in 
Table 5.    A value of 9 was obtained from Figure 35 after finding 
the combustor efficiency from Figure 36.    The emission index of 
NOx was obtained from Figure 38 and correlations of T3 and SHP,   as 
shown in Table 5.    This permits the configurations to be compared 
under identical operating conditions. 
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TABLE   5#    PLT 27 COMBUSTOR OPERATING CONDITIONS 
FOR ARMY HELICOPTER DUTY CYCLE 

r     i           CUTD    .. ^ T. W  Combustor      W Cycle       SHP at 3 3         a                               f 
Point       Opt.   N {Atm. ) (0F)         (lb/sec)         (Ib/hr)                 9 

H 

1 57 3.2 330                  3.02 130 4. 9 x 10^ 

2 2018 15.9 825 11.5 965 36. 3 x 106 

3 1514 13.5 750 10.4 730 29. 9 x 106 

4 1110 11.1 700                 9.3 595 26.8xl06 

5 807 10.3 665                8.3 480 22. 6 JL 106 

The results are given in terms of idle emission index,   average 
emission index per cycle,  and pounds of pollutant emitted per hour 
per cycle,   and are shown in Table 6. 

It is clear that the differences between configurations are small,   and 
NO    contributes the overwhelming proportion of the total pollutant. 
Smoke is always below the value of 36 allowed by the EPA for this 
size engine in the P-2 class;   and,   for the air-blast configurations, 
smoke is nearly nonexistent.    Tl e combustor efficiency at idle varies 
from 98. 9% for Manifolds 2 and 3 to 99. 5% for Manifold 1. 

The repeatability of the smoke, hydrocarbon, and carbon monoxide 
data is good, and the values are so small that a 10% variation is of 
little consequence. 

The NOx data repeatability of cyclic emission index is about 8% for 
Manifold 1 and 6% for Manifold 3.    These repeatability ranges can be 
considered to be,   roughly,  probable error,   and to include instrument 
repeatability,   calibration gas accuracy,   instrument operating range 
readout error,   and variations in engine emissions themselves from 
ambient causes and unknown causes.    The total spread of data for all 
manifolds at maximum power is approximately 30%,  with a spread in 
the average data of 20%.    Therefore,   we conclude that there are real 
differences between NOx production between the manifold configura- 
tions tested.    However,   because of the crossover of the NOx emission 
index for the manifolds tested (Figure   38),   and the observed differ- 
ence in NOx produced from Manifold  1  and the repeat test of Manifold 1 
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TABLE 6.    PLT 27 CUMULATIVE EXHAUST EMISSIONS 
FROM ARMY HELICOPTER DUTY CYCLE 

Manifold 
Description 

Gaseous Emissions 
HC CO NOv 

Maximum 
Smoke 
Number 

P/H Air-Blast 

Manifold 1 
Test 1 

Idle El I. 1 18.5 4.3 2.5 
Cyclic El 0. 3 4.2 16.0 2.5 
Pollutant/Cycle       0.10 0.87       10.0 

Test 4 

yjiuwi/ 

Idle El 1.1 18.5 5.3 0 
Cyclic El 0.3 4.2 17.2 2 
Pollutant/Cycle 0. 10 0.87 10.8 - 

(Ibm) 

DLN Air-Blast 

Manifold 3 Idle El 2.3 33.5 4.6 2 
Test 3 Cyclic El 0.5 5.6 17.2 2 

Pollutant/Cycle 0, 12 1.02 10.8 - 

Test 5 

(Ibm) 

Idle El N/A N/A 4.7 3 
Cyclic El N/A N/A 18.3 3 
Pollutant/Cycle N/A N/A 11.6 - 

(Ibm) 

Dual- -Orifice 

Manifold 2 Idle El 2.4 35.0 4.9 10 
Test 2 Cyclic El .6 6.0 15.6 19 

Pollutant/Cycle 0. 16 1. 15 9.7 - 
(Ibm) 

N/A - Not available 
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at the end of the series,  the value of judging the relative merit of the 
manifolds from one test only is subject to question.    In making the 
calculations for total cycle emissions (Table 6),   small differences 
in NOx can cause larger (factor of 2) changes in the cumulative 
emissions.    Therefore,  the data suggest that multiple additional tests 
are needed to resolve the fine line question of which fuel manifold 
really produces less pollution. 

Considering the data repeatability listed,  we conclude from the pre- 
ceding analysis that: 

1.      Both air-blast configurations  produce essentially zero smoke, 
much lower than the dual-orifice injector style. 

2.      The combustor efficiency is highest (or CO and HC is lowest) 
with the Parker-Hannifin air-blast injector style. 

3.      The oxides of nitrogen are indicated to be lower with the 
dual-orifice injector.    However,  the results are relatively 
close,   and should be verified by further repeated tests to be 
conclusive. 

Another method of comparing the emission performance of the three 
injector configurations is to apply the criteria issued by the E. P.A. 
in Title 40,   Part 87 of the Code of Federal Regulation,  assuning a 
turboprop application of the PLT 27 engine. 

For the taxi idle power,  which was assumed to be 5 percent of maxi- 
mum power (100 shp),  and the 30 percent maximum power condition, 
the combustor efficiencies (Figure 36),  the emission indices for CO, 
HC (Figure 37),  and NO    (Figure 38) were obtained as functions of 
the combustor loading factor 0 which was calculated from the average 
engine performance.    For the 90 percent and 100 percent power con- 
ditions, the emission indices were determined directly from the 
emission index versus power curves. 

The results are tabulated below and show that the engine meets the 
class P-2 requirements with the three tested injector configurations. 
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EPAP VALUES 

SMOKE 
NUMBER 

HC CO NO 
X 

EPA  1979 P-2 Standard 4.9 

.5 

26.8 12.9 36 

Manifold 1  (Test 1 and 4 
Average) 6.3 12.0 3 

Manifold 2 .7 11.0 10.8 24 

Manifold 3 .7 10.4 12.2 4 

Comparisons of all three manifolds and their emissions,   plus data 
from Lycoming T53 and T55 engines, are shown in Figures 40 through 
42.    For CO,  the Parker-Hannifin air-blast has a slight edge at low 
power,  a definite advantage (by a factor of 2 to 3) in the range of 
3 to 10% of full power,  with average emissions observed up to full 
power.    By contrast,   the T53 produces nearly 10 times as much CO 
in the low power region,  approaching the average at full power.    The 
T55 CO emissions are still higher,  with five times as much produced 
at full power. 

The trends for HC production (Figure 41) are somewhat similar to 
the CO, with the Parker-Hannifin air-blast showing an edge over the 
others, and dual-orifice pioducing higher HC quantities.    The T53 
produces several times as much HC over most of the range, com- 
pared to the Parker-Hannifin air-blast.    The T55 does somewhat 
better,  and reaches the PLT 27 average at high power. 

In Figure 42 the variation in NO   produced is shown for the four PLT 
27    tests,  and the values are high compared to the T53 or T55 engines. 
This is the result of the higher compression ratio in the PLT 27 re- 
sulting in higher combustor inlet and flame temperatures. 

Smoke Measurennent 

The AIA smoke number was calculated through use of the SAE A RP 
1179 procedure.  Smoke is usually visible at AIA values of over 50 
for this engine size.   Smoke number has been plotted against percent 
of full power for the three manifolds and for the repeat of Manifold 1 
in Figures 43 through 46. 
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The results show that: 

1. Manifold 1 (Parker-Hannifin air-blast) produces a smoke 
number of 3 or less in both Test 1 and Test 4,  2-1/2 months 
later. 

2. Manifold 3 (Delavan air-blast) produces smoke numbers less 
than 5 in the operating range. 

3. Manifold 2 (Parker-Hannifin dual-orifice) produces a smoke 
number in the range of 19 to 24 at 20 to 30 percent of full 
power, possibly visible,   but not observed.    At 50 to 100 per- 
cent of full power,   the smoke number is 12 to 17,  not visible. 

Obviously, the air-blast fuel injectors (Manifolds 1 and 3) are much 
superior to the dual-orifice injector in producing low smoke emission. 

Based on known characteristics of dual-orifice and air-blast injectors, 
it is probable that the air-blast injector produces better fuel and air 
mixing than the dual-orifice injector does, plus the reduction of high 
local fuel concentrations.    Both of these factors tend to reduce smoke. 

Engine Operational Limits 

A combination of circumstances prevented the recording of emission data 
at the PLT 27 maximum power for all the configurations.    Emission mea- 
surement evaluation was not affected,  however,  for two reasons.    First, 
the combustor inlet temperature associated with maximum power was al- 
ways reached,  making is possible to compare NOx values.    Secondly,  at 
high power,  CO and HC values are both small and nearly invariant with 
power,   making extrapolation easy. 

An important limitation in engine maximum power occurred with Manifold 
2,   the dual-orifice configuration.   Previous engine test experience had in- 
dicated the advisability of limiting the gas temperature spread at Station 
7,  just forward of the power turbine.    The maximum allowable local tem- 
perature was reached with Manifold 2 before maximum power was reach- 
ed.   This would imply a poor circumferential temperature distribution 
with this combustor configuration which would require additional develop- 
ment before it would be suitable for extended engine operation.   Both of the 
air-blast configurations were satisfactory,   suggesting that combustor 
pattern factor is naturally better than with dual-orifice injectors,  which 
are subject to carbon fouling,  as discussed next. 
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Effect of Fuel Nozzle Characteristics on Power Turbine Inlet Peak 
Temperature 

Measured peak Ty temperatures showed that the Parker-Hannifin air-blast 
injector produces appreciably lower peak temperatures than either of the 
other two injectors (Figure 47).    The Delavan is next,  and the dual-orifice 
produced T7 temperatures high enough to preclude operation at full engine 
power.   Functional testing of the fuel injectors both before and after en- 
gine test resulted as follows (Reference 15): 

1.      Manifold I - Parker-Hannifin Air-Blast. 
First Test:   + 3% flow variation between nozzles. 
(11/16/73) 

Second Test:     Two nozzles 8% low flow at positions 15 and 16, 
Remainder + 3% from average. 

2.      Manifold 2 - Parker-Hannifin Dual-Orifice. 
First Test:   Spray quality good.   Primary flow variation + 5%. 
(6/1/73) Secondary flow variation -3 to +4%. 

Second Test:     Typical deterioration of spray quality. 
(11/27/73) Primary flow variation -13 to +6%.   Nozzles 

at positions 8,   14,  and 16 are low on flow. 
Secondary flow variation was -24 to +6%, 
Nozzles at positions 8,   13,  and 14 were deviant. 
No mechanical damage - deviation was caused 
by carbon fouling. 

Manifold 3 - Delavan Air-Blast. 
First Test: Flow variation was -2 to +3. 5%, 
(9/18/73) 

Second Test:     Performance was the same as for the 
(10/16/73) First Test (9/18/73). 

Third Test: Flow variation was insignificant from First 
(11/12/73) Test. 
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From these tests,  we conclude that: 

1. The changes in performance of the air-blast nozzles were 
not large enough to affect T7 temperature appreciably. 

2. The three deviant dual-orifice nozzles may have contributed 
to the high peak T^,  but it is not known to what extent.    How- 
ever,  these nozzles are more susceptible to carbon fouling 
than air-blast nozzles,  and the flow variation was obviously 
caused by carbon fouling. 

CONCLUSIONS AND RECOMMENDATIONS 

Conclusions reached from analyzing these data are divided into categories, 
as follows: 

Engine and Combustor Emission Performance 

1. The PLT 27 is a low emission producing engine in its present 
stage of development,  particularly with respect to CO and 
HC emissions,  using any of the three fuel injectors tested. 
It produces somewhat more NOx than the average of a group 
of gas turbine engines investigated and reported by Lipfert, 
but still mostly within the band spread of these engines. 

2. All three of the fuel manifolds tested produced less CO and 
HC pollutants,  but more NOx,   than the T53 and T55 engines 
in tests recently reported. 

3. Both the Delavan and Parker-Hannifin air-blast fuel injectors 
produced significantly less smoke than the dual-orifice injector, 
which was still well below the threshhold of visibility.    Both 
air-blast injectors produced AIA smoke numbers of the order 
of 0 to 5. 

4. The Parker-Hannifin air-blast injector produced slightly lower 
emissions than the Delavan air-blast for a portion of the low 
power operating range,   or 2 to 15% of full power.     Both air- 
blast injectors produced similar NOx values,   slightly higher 
than the dual-orifice injectors. 

5. The Parker-Hannifin air-blast injector produced a lower peak 
temperature at the power turbine inlet than the other two in- 
jectors.    The dual-orifice peak temperature was excessive 
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and limited the peak power that could be obtained from this 
engine.    Therefore,  air-blast injection appears preferable 
for this combustor configuration from the standpoint of tur- 
bine temperature. 

Reliability and Repeatability of Data 

1.   Emission levels from engine tests on different days were 
remarkably consistent.    This demonstrates the consistency 
of operation of the engine,  combustion system, and of the 
measurement system. 

Z.    Variations in emission levels produced during repeat runs 
were well within the experimental error.    This indicates that 
the effect of engine build variation on emission generation 
was too small to be firmly detected with existing methods of 
measurement. 

Corrections and Correlations 

1. Corrections for NO   measurements to a reference humidity 
level were easily applied,   and can be adopted as standard 
practice.    NOx data for a specific engine was successfully 
correlated against combustor inlet temperature. 

2. Exhaust gas analysis was used to obtain a measure of the 
interstage bleed,   and to check the air-bleed flowmeter. 

3. The combustor loading parameter,  9, was used to relate to 
a corresponding combustion efficiency and CO-HC concentra- 
tions.    These concentrations,  plus NO    values,  were then 
used with an Army helicopter duty cycle to arrive at a "cum- 
ulative cycle emissions value" for this engine. 

Measurement Observations 

Accuracy of the complete sample was determined by compar- 
ing the F/A from engine input measurements to F/A calculated 
from gas analysis.    In many cases,   agreement between the 
two was of the order of 0 to 3%,   and in no case higher than 
5%.    Calculated probable error between the two measure- 
ments was 16%.    These results are well within the SAE ARP 
1256 specifications of+15%. 
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2. Good agreement was obtained between NO measurements 
from the chemiluminescence (Scott) and NDIR (MSA) instru- 
ments at the high power range.    However,   at low power,   the 
MSA readings were usually higher by 2 to 5 ppm, and in some 
cases up to 9 ppm.    A physical reason for the difference has 
not been determined. 

3. The data indicated low values of NO2.    Attempts to separate 
NO2 from the NOx data produced mostly random values of 
0 to 8 ppm of NO2 for Manifolds 1 and 2.    More definite trends 
were observed for Manifold 3,   with no explanation available. 
The total concentrations ranged from 1 to 1 3 ppm,  while NOx 

varied from 20 to 300 ppm.    The only conclusion we can draw 
is that NO2 never exceeded a value of about 13 ppm.    Con- 
sidering that there is,   as yet,   no accepted chemical kinetic 
sequence developed to account for NO2 production in a gas 
tur'ine engine,   the justification of any NO2 measurements 
may . e only a quirk of the sampling and measurement system, 
and rr.       noi, be significant,   even then,   from a pollution stand- 
point. 

4. An apparent "hysteresis" of the hydrocarbon content was 
observed during cyclic engine operation.    The cause was 
found to be residual hydrocarbons in the sample line,  which 
required time to purge.    The effect was measured by frequent 
zero reference procedures.    The problem is that any sample 
line length will collect urburned hydrocarbon residuals. 
When hydrocarbons are increasing,   equilibrium is quickly 
established.    However,  when hydrocarbons are decreasing, 
the walls of the sample line reluctantly part with the large 
hydrocarbon molecule residents.    The residuals can be re- 
duced,   but not eliminated,  by 

a. Keeping the sample lines short 

b. Maintaining a higher sample line temperature 

c      Maintaining a high sample flow velocity 

The method used in these tests,   frequent zero reference 
recording,  is a good method of eliminating the effect of sam- 
ple line residuals.    There is no quantitative check for hydro- 
carbon residuals now specified in SAE ARP 1256 or EPA 
regulations known at this time.    Perhaps a check method of 
this type is needed. 

79 



Recommendations 

In view of the data,   analysis,   and conclusions,   recommendations can be 
made as a result of this work.    Some are specific as  regards the engine, 
and other pertain to procedures and improved methods of analysis: 

1.    The PLT 27 engine exhibits excellent low pollution genera- 
tion qualities.    As a turboprop,   it will meet the 1979 EPA 
requirements for P-2 class engines. 

Z,    Air-blast injection should be further investigated to capital- 
ize on the low pollution and low turbine peak temperature 
properties of these injectors. 

3. The sample line design method should be specified such 
that design pressures and temperatures are maintained at 
specified parts of the sample line in order to ensure that 
sample line velocity does not vary.    This is primarily to 
reduce HC absorption and "Chromatographie" effects. 
Frequent zero references should be i ecorded to eliminate 
the effect of any sample line residual hydrocarbons. 

4. The discrepancy between NO from chemiluminescence mea- 
surements and NO from NDIR should be investigated to 
determine whether it is a chemical,   sampling line,  or de- 
tection problem.    In addition,   a serious effort to pinpoint 
any possible NO-, formation mechanisms would be useful. 
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NOISE MEASUREMENT AND ANALYSIS 

TEST SETUP 

Test Arrangement 

The PLT 27 engine noise measurements were performed on the Lycom- 
ing acoustical test site.    This test site provides a large level and cleat 
acoustically reflecting asphalt surface and service buildings for engine 
operation and data acquisition. 

The engine was installed on an elevating and rotating platform as shown 
in Figure 48. 

An array of five microphones was first positioned on a 200-foot radius 
arc,   centered on the engine center of gravity,   and then on an arc having 
a  100-foot radius.    The microphone^ were spaced at 10-degree intervals?, 
thu.= subtending a total angle of 40 degrees.    In addition,   a near-field 
microphone was placed 10 feet away from the engine centerline. 

In order to obtain full polar measurements of 180 degrees with one mi- 
crophone overlapping in each engine position for data validation,  the 
engine was rotated in five separate 40-degree intervals relative to the 
fixed microphone positions. 

The engine centerline and the microphones were placed 7-1 /2 feet above 
the asphalt surface. 

A diagram of the test arrangement is given in Figure 49. 

Test Equipment 

The noise measurement was performed with PLT 27 engines, P2 and P3, 
equipped with the calibration bellmouth and the reference tailpipe. 

Engine power was absorbed by a Lycoming waterbrake supported from 
the engine by four calibrated strain-gaged beams to provide the output 
torque indication. 

The noise data acquistion equipment consisted of: 

a)   Six B and K Model 4131 microphones with B and K Model 
2619 microphone preamplifiers for the primary sound 
signal acquisition. 
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b) Four B and K Morlel 2803 microphont; power supplies for 
delivering power to the preamplifiers,   polarizing voltage 
to the condenser microphones,   and converting the output im- 
pedance of the preamplifiers to a much lower impedance to 
accommodate the use of long cables. 

c) Six B and K Model 2^03 precision sound level meters acting 
as decade attenuators to the incoming signal and for instan- 
taneous monitoring of the engine noise level. 

d) A Sangamo Model 3500  14-channel instrumentation tape re- 
corder for acquisti in and storage i f the analog noise signal. 
The taped information was used for the further analysis of 
the noise characteristics. 

e) A dual-beam oscilloscope for immediate on-site monitoring 
of the input and output sound signal quality of the Sangamo 
Model 3500 tape  recorder. 

The microphones were calibrated before and after each test run with a 
B and K Model 4220 pistonphone. 

The overall accuracy of the acquisition system is tu. 5 dB.       Figure 50 
is a  schematic of the noise measurement and data acquisition system. 

Test Procedures 

The noise produced by the engine at idle,   30,   60,   75,   and  100 percent 
of maximum rated power was measured and recorded on the Sangamo 
Model 3500 tape recorder for a time period of 2 minutes at each power 
setting.    The input signals to the tape recorder were continually moni- 
tored by the sound level meters and by the oscilloscope.    The initial 
noise measurements were made with the engine centerline lined up with 
microphone No.   1.     Then the engine was rotated through four 40-dcgree 
intervals to accomplish full polar measurement of the noise.    The power 
series from idle to maximum power was run at each of the resulting 
five engine positions.     (See Figure 49.) 

The full far-field polar noise measurements were conducted with the 
array of microphones first placed at 200 feet and then at 100 feet away 
from the engine's center of gravity.    Measurements at 100 feet were 
made to provide a check on the attenuation of the engine noise levels with 
distance.    One microphone was placed 10 feet away from the engine cen- 
ter to measure near-field noise. 
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In addition to the acoustic data,  the ambient temperature,  the atmospheric 
humidity,  and the wind velocity and direction were recorded to determine 
the correction for the atmospheric attenuation of the acoustic signal travel- 
ing from the engine to the microphones.  The engine rotor speeds at the 
prescribed power setting were recorded to permit identification of the 
engine noise sources. 

No noise measurements were made if any of the following atmoapheric 
conditions existed:  (a) ambient temperature was below 41*F or exreeded 
90*F,   (b) wind velocity exceeded 10 mph, and (c) relative humidity was 
below  10 percent or exceeded 90 percent. 

This test procedure complies with MIL-E-5007D (Section 4.6.4. 10) with 
the exception of the maximum allowable wind velocity and the minimum 
allowable relative humidity. 

ANALYSIS 

To determine the acoustic characteristics of the engine,  the data record- 
ed during the engine test were subjected to a 1/3-octave band spectrum 
analysis and a narrow-band (40 Hz) width spectrum analysis. 

The 1/3-octave band analysis yields the engine sound pressure levels in 
the particular frequency bands of 1/3-octave width within a frequency 
range from 2Z.4 to 11200 Hz.  The 1/3-octave band sound pressure levels 
are used to compute the perceived noise levels (PNJL),  the tone corrected 
perceived noise levels (PNLT),  and the overall "A" weighted sound pres- 
sure level (dBA). 

This analysis was performed by feeding the tape recorded noise informa- 
tion into a realtime 1/3-octave band spectrum analyzer yielding the 1/3- 
octave band sound pressure levels.    These pressure levels were averaged 
over time to ensure their stability and repeatability.    The time averaged 
sound pressures were then used to calculate PNL,   PNLT,  and dBA,  using 
an acoustical computer program. 

The analyzing system is presented schematically in Figure 51. 

The narrow-band analysis of the noise signal identifies the sources of the 
engine noise. 

The narrow-band analysis was conducted by putting the tape recorded 
noise data through a real time spectrum analyzer and time averaging the 
sound pressure between zero and 20 KHz, using a 40-Hz bandwidth.  The 
results were plotted as sound pressure versus frequency. 

The narrow-band analyzer system is also shown schematically in Figure 51. 
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RESULTS 

The far-field (200-foot radius) 1/3-octave band and dBA noise levels are 
given in Tables   7   through 11,      The sound pressure levels at: polar loca- 
tions around the engine are shown for the tested engine power levels in 
Figures 52 through 56.  These plots indicate an overall sound pressure 
level peak in the  115-degree position for all engine power settings. 

The narrow-band characteristics identify discrete sources of noise, such 
as the blade passage frequency of the first compressor rotor and the last 
power turbine  rotor. 

The sources of the discrete tone peaks were identified by using the 
equation 

where M = integer order of shaft speed 

F = discrete tone frequency,   Hz 

N = shaft speed,   cps 

If M =  1,2,3,...,   (an integer order of engine speed),   when N = low pres- 
sure compressor shaft speed,   this  indicates the presence of multiple pure 
tones caused by a transonic tip velocity on the first compressor rotor. 

If M = nB,   where n = 1, 2, 3, . . .   (harmonic integer) and B = number of 
rotor blades,   then F - NM = NnB; this indicates the presence of a multi- 
ple of the blade passage frequency. 

The tabulation below shows how the blade passage frequencies of the 
compressor rotor and second power turbine rotor were derived by using 
B and N. 

SHP B N F         | 

First-Stage Compressor Rotor 1500 

2000 

26 

26 

4960 

5320 

12900 

13820 

Second-Stage Power Turbine 
Rotor 

1500 

2000 

56 

56 

2990 

3240 

167 50    | 

18200 
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The frequencies of the tones generated by the compressor and power tur- 
bine blade passage are above the range used for the calculation of PNL 
and "A" weighted noise levels for most of the operating range; i. e. ,  they 
are ab  ve 11, 200 Hz. 

The dominant source of the PLT 27 engine is broad-band noise,  which is 
comprised of the jet exhaust noise in the frequency range below 2000 Hz 
and the compressor noise in the range above 2000 Hz. 

Multiple pure tones or combination tones are present at high engine power 
levels as a result of supersonic compressor rotor tip speeds but have 
little influence on overall sound levels because there is much less energy 
under the combination tone peaks relative to the energy contained in the 
broad band noise. 

Far-field narrow-band plots of sound pressure level versus frequency for 
the power settings of 1500 shp and 2000 shp measured at a 100-foot radius 
are presented in Figures 57 and 58.    The near-field {10-foot radius) nar- 
row-band plot for 1500 shp is shown in Figure 59, 

In order to evaluate the noise performance of the bare PLT 27 engine,  its 
near-field and far-field sound pressure levels at maximum power in the 
31.5 to 8000 Hz octave bands have been compared with the noise level 
criteria set forth for an advanced Army gas turbine engine in the medium 
power class.    Following is a tabulation of this comparison. 
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Maximum Sound Pressure Levels, 
Frequency (He rtz) dB referred to 0, 0002 microbars 

10-Fjot Radius 200-Foot Radius 

Bandwidth Center 

(Near-field) (Far-field) 

Specified PLT 27 Specified PLT 27 

22,4-45 31. 5 102 87 76 76 

45     -90 63 106 88 80 74 

90     -180 125 108 92 82 81 

180     -355 2 50 113 97. 5 87 85 

355     -710 500 110 92. 5 84 78 

710     -1400 1000 107 92. 5 81 82 

1400     -2800 2000 104 90. 5 78 80 

2800     -5600 4000 102 95 75 76 

5600     -11200 8000 102 99 73 75 

OVERALL (Lim sar) - - 118 104. 5 92 90 

CONCLUSIONS 

The bare PLT 27 meets the far-field (200-foot) noise level criteria set by 
the Army for advanced medium power class gas turbine engines in all oc- 
tave bands except four.    However,   these four band levels at 200 feet are 
exceeded only by 1 or 2 dB.    The overall PLT 27 sound pressure 
level is lower by 2 dB. 

At near-field (10-foot radius),   the engine is very quiet when compared 
with the Army specification.     The PLT 27 octave-band sound pressure 
levels are lower than the near-field specification by 3 to 18 dB,  and the 
overall level is lower by 1 3. 5 dB. 

The major noise sources of the PLT 27 at high powers in the 31. 5 to 
8000 Hz octave-band range are broad band in nature.    They originate from 
the engine exhaust and the compressor blade broad-band noise.    Multiple 
pure tones are present but contribute little energy to the broad-band noise. 
Compressor and power turbine blade passage tones are above 11,200 Hz, 
which is the upper limit of the 8000 Hz octave band. 

103 



CONCLUSIONS AND RECOMMENDATIONS 

The results of the measurement and analysis of the exhaust gas and noise 
emissions show that the Lycoming PLT 27 gas turbine engine satisfies 
the present criteria or standards established for the exhaust gas and, 
with few exceptions, the noise emission characteristics of advanced gas 
turbine engines. 

The engine demonstrated a high combustion efficiency throughout the 
operating range from idle to maximum-rated power.    At idle,   the com- 
bustion efficic     7 is 99. 5 percent; above 10 percent maximum-rated 
power,   combubuon efficiency is approximately 99. 9 percent.    Conse- 
qaently,  the contents of unburned combustion products (hydrocarbons 
and carbon monoxide) in the exhaust gas proved to be low at all power 
levels. The amount of nitrogen oxides is in the upper part of the band ob- 
tained from the gas turbine engines reported by Lipfert. This condition is 
c result of the higher compressor pressure ratio produced in the PLT 27. 
Further development effort is indicated so that the contents of nitrogen 
oxides can be reduced in high-pressure-ratio gas turbines. 

Overall,  the PLT 27 turboshaft engine meets the EPA 1979 P2 exhaust 
gas emission standards for fixed-wing aircraft,   turboprop engines. 

The smoke levels produced by the PLT 27 are practically zero at all 
power levels. 

The three types of fuel injector systems tested in the engine produced 
only minor differences in the emission characteristics.    The Parker- 
Hannifin air-blast injector showed a slightly better overall performance 
than the dual-orifice and Delavan air-blast injectors. 

With few exceptions the PLT 27 engine,  as a bare engine without an inlet 
particle separator and specific acoustical treatment,   operates quietly 
and meets emission criteria established by the Army for advanced turbo- 
shaft engines in the medium power class.    These exceptions occur in the 
far-field range (200 feet) where the sound pressure levels in the high- 
frequency octave bands exceed the Army criteria slightly,   i. e. ,   by not 
more than 2 dB. 

Operation of the engine is particularly quiet in the near-field range (10 feet) 
where its sound pressure levels are significantly below the Army criteria. 

The overall far-field and near-field sound pressure levels are 2 dB and 
13. 5 dB,   respectively,  lower than the levels established by Army criteria. 
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LIST OF SYMBOLS 

2 
A area of combustion chamber cross section,   in. 

a parameter in chemical reaction (Equation 2) 

b parameter in chemical reaction (Equation 3) 

b parameter used in 9 combustor loading equation 

F/A fuel-air ratio (or W£/Wa) 

HC abbreviated term for unburned hydrocarbon components mixture 

m hydrogen atoms in fuel molecule 

n carbon atoms in fuel molecule 

P combustion chamber pressure,  psia 

SHP shaft horsepower 

T temperature,  0R or 0F 

W mass flow 

AH lower heating value of fuel,   Btu per lb 

r). combustion efficiency 

d equivalence ratio = (F/A)/( F/A)8tojcj1< 

Subscripts 

a air 

f fuel 

p primary zone 

ref reference 

stoich. atoichiometric 

3 combustor inlet 

7 power turbine inlet 
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